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NOTES:

i . DIMENSIONS INDICATED
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SEE DWG |/AG FOR
REVERSE SOFFIT DET

NEW GWB W/ VP ON
EXIST'G WD STUDS

NEW | X4 PAINTED WD
TRIM W/BACKBAND
MOLDING

NEW | X PAINTED
WD STOOL & | X4
PAINTED WD APRON

ADD BLOCKG
AS REQD

NEW BATT INSUL ¢
VAPOR RETARDER
ON WARM SIDE

N T

=

ARE R.0.'S - FIELD MEASURE

ALL DIMENSIONS BEFORE

FABRICATION

REMOVE EXIST'G FLASHING
¢ PROVIDE NEW FLASHING
OVER EXIST'G WD HEADER
MOLDING - CAREFULLY
REMOVE # RE-INSTALL
EXIST'G SIDING AS REQD

REMOVE EXIST'G SASH,
STOPS, ¢ PARTING BEADS
AS REQD # REPLACE W/
JAMB LINERS, INSECT
SCREEN, & WD NEW SASH,
STOPS, ¢ PARTING BEADS

EXIST'G WINDOW
FRAME & EXTERIOR
CASINGS TO REMAIN

2ND FLR EXIST'G HEAD/SILL

112" =

NEW BATT INSUL ¢ VAFOR
RETARDER ON WARM SIDE

NEW GWB W/ VP ON EXISTG

WD FRAMING - ADD STRAPPING
OR PAD OUT STUDS AS RE'QD

¢ CAREFULLY SLIP NEW GWB
BEHIND EXIST'G PAINTED WD
CASINGS, STOOL, ¢ APRON

ADD BLOCKG AS REQ'D &
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REMOVE EXIST'G SASH,
STOPS, ¢ PARTING BEADS
AS REQD # REPLACE W/
JAMB LINERS, INSECT
SCREEN, & WD NEW SAS5H,
STOPS, & PARTING BEADS

EXIST'G WINDOW
FRAME & EXTERIOR
CASINGS TO REMAIN

| ST FLR EXIST'G HEAD/SILL
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2. PAINT OR STAIN INTERIOR

CASINGS

OF WINDOWS TO MATCH
FINISH OF SURROUNDING

SEE DWG 1/AG FOR
REVERSE SOFFIT DET

NEW GWB W/ VP ON EXIST'G

WD FRAMING - ADD STRAPPING
OR PAD OUT STUDS AS RE'GQD

¢ CAREFULLY SLIP NEW GWB
BEHIND EXIST'G PAINTED WD
CASINGS, STOOL, & APRON

ADD BLOCK!G AS REQD N

NEW BATT INSUL & VAPOR
RETARDER ON WARM SIDE
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REMOVE EXIST'G FLASHING
¢ PROVIDE NEW FLASHING
OVER EXIST'G WD HEADER
MOLDING - CAREFULLY
REMOVE # RE-INSTALL
EXIST'G SIDING AS REQ'D

REMOVE EXIST'G SASH,
STOFS, & PARTING BEADS
AS REQD ¢ REPLACE W/
JAMB LINERS, INSECT
SCREEN, & WD NEW SASH,
STOPS, ¢ PARTING BEADS

EXIST'G WINDOW
FRAME & CASINGS
TO REMAIN

2ND FLR EXIST'G HEAD/SILL
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NEW BATT INSUL £
VAPOR. RETARDER
ON WARM SIDE
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ACOUSTICAL
TILE CLG

| X4 PAINTED WD TRIM

W/BACKBAND MOLT\!G/
JAMB EXTENSION

AS REQD

NEW | X PAINTED

WD STOOL # | X4 /\\

PAINTED WD APRON

ADD BLOCKG
AS REQD

NEW GWB W/ VP ON
EXIST'G WD STUDS

/’" 

REMOVE EXIST'G FLASHING
¢ PROVIDE NEW FLASHING
OVER EXIST'G WD HEADER
MOLDING - CAREFULLY
REMOVE # RE-INSTALL
EXIST'G SIDING AS REQ'D

REMOVE EXIST'G SASH,
STOFS, & PARTING BEADS
AS REQD & REPLACE W/
JAMB LINERS, INSECT
SCREEN, & WD NEW SASH,
STOPS, 4 PARTING BEADS

EXIST'G WINDOW
FRAME & CASINGS
TO REMAIN

| ST FLR EXIST'G HEAD/SILL
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KEY

EXIST'G CONSTRUCTION
TO REMAIN
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ADD IN ALT #1
)
| ENEEENNEEREEEEEENENENEEERE N
FLASHING OVER
ACOUSTICAL ;
TIE CLG ‘ HEADER TRIM
3-2X1 0 HEADERS - PAINTED CEDAR
STRUCTURAL DWGS

| X4 STAINED OAK TRIM
W/BACKBAND MOLDING

MOLDING - CUSTOM
MILLED TO MATCH
PROFILE OF EXIST'G

JAMB EXTENSION _____/ I
AS REQD |
Ny
7%u |
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et
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7z | NEW WD DOUBLE HUNG
g%gl\mﬁoxom = 7% | | | WINDOW W/ 6" FLAT CASINGS
S TANED (I)A4 \| 1 %| & SILL EXTENSION - STAIN
il o INTERIOR TO MATCH CASINGS
GWB W/ VP ON 2X6 e

STUDS 16"0.C. \‘r__::

BATT INSUL &
VAPOR RETARDER
ON WARM SIDE

PAINTED CEDAR
SIDING - EXPOSURE
TO MATCH EXISTG

2ND FLR NEW HEAD/SILL
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I 12" =

BATT INSUL #

r I_OII

VAPOR RETARDER
ON WARM SIDE

et FLASHING OVER
HEADER TRIM
\ PAINTED CEDAR | X DRIP
ACOUSTICAL " BD ¢ MOLDING
TILE CLG e
o &
=i
|X4 STANED OAKTRIM | f Y7777 §
W/BACKBAND MO% |
1
JAMB EXTENSION '
AS REQD VT
7z|!
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|
k] NEW WD DOUBLE HUNG
';TSBTNED OR e F | | | WINDOW W/ 6" FLAT CASINGS
e ¢ ('3 x4 NE | & SILL EXTENSION - STAIN
D OAKAFRON (U INTERIOR TO MATCH CASINGS
ADD BLOCK'G s
AD REGD o S PAINTED CEDAR
SIDING - EXPOSURE
GWB W/ VP ON 2X6 ik TO MATCH EXISTG
STUDS 16'0.C.

| ST FLR NEW HEAD/SILL
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GENERAL NOTES:
I. DWGS ARE NOT TO BE SCALED.
2. DWGS SHOW DESIGN INTENT ONLY.

CONTRACTOR IS RESPONSIBLE FOR

MEANS, METHODS, ¢ SEQUENCES OF

CONSTRUCTION.

3. ALL CONSTRUCTION TO CONFORM
TO STATE 4 LOCAL BUILDING
CODES & ORDINANCES.

4. FIELD VERIFY ALL EXIST'G
CONDITIONS ¢ DIMENSIONS.

VP ON 2'"GWB ON BLOCK'G AS
2" Z-CHANNELS REQD
2" RIGID INSUL VP ON 2' GWB
( JAMB RETURN
)
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2" GRANITE .
FACING ON CONC 3' CAULK JT
FOUNDA WALL

JAMB EXTENSION
AS REQD

NEW WD DOUBLE
HUNG WINDOW W/
SILL EXTENSION -
PAINT INTERIOR

ALT #1: BASEMENT JAMB
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i ‘,’2" = ||,oll

NEW BATT INSUL ¢ VAPOR
RETARDER ON WARM SIDE

NEW GWB W/ VP ON EXIST'G

WD FRAMING - ADD STRAPPING
OR PAD OUT STUDS AS RE'Q'D

& CAREFULLY SLIP NEW GWB
BEHIND EXIST'G PAINTED WD
CASINGS, STOOL, & APRON

ADD BLOCK'G AS REQ'D

/
L EXIST'G WINDOW CASINGS
& FRAMES TO REMAIN

EXIST'G JAMB

REMOVE EXIST'G SASH,
STOPS, # PARTING BEADS
AS REQD ¢ REPLACE W/
JAMB LINERS, INSECT
SCREEN, & WD NEW SASH,
STOPS, & PARTING BEADS

5 | 1/2"=1-0"

NEW BATT INSUL £
VAPOR RETARDER
ON WARM SIDE

NEW |X4 PAINTED WD
NEW GWB W/ VP ON fTREM W/BACKBAND

EXIST'G WD STUDS

MOLDING

EXIST'G WINDOW J
FRAME 4 EXTERIOR
CASINGS TO REMAIN

REMOVE EXIST'G SASH,

AS REQ'D ¢ REPLACE W/
JAMB LINERS, INSECT

NEW WD DOUBLE HUNG

WINDOW W/ &" FLAT CASINGS
# SILL EXTENSION - STAIN
INTERIOR TO MATCH CASINGS

0 EXIST'G JAMB
i I;ZII = ' I-OH
BATT INSUL & | X4 STAINED OAK TRIM
VAPOR RETARDER W/BACKBAND MOLDING
ON WARM SIDE
GWB W/ VP ON 2X6 JAMB EXTENSION
STUDS 16"0.C. AS REQD
\
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9
PAINTED CEDAR
SIDING - EXPOSURE
TO MATCH EXIST'G
NEW JAMB

, i l/zll = l I‘OH

STOPS, ¢ PARTING BEADS

SCREEN, & WD NEW SASH,
STOPS, & PARTING BEADS
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7 PAINTED CEDAR
’ SIDING - EXPOSURE
M TO MATCH EXIST'G
. FLASHING OVER
WATER TABLE TRIM
- | X8 WATER
TABLE TRIM -
ﬁ’\Auc;N W/ EXIST'G
|
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ACOUSTIC :
TILE CLG N [ 2 CAULK.JT
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I IX PAINTED |
+ POPLAR SILL NEW WD DOUBLE
_Q:S BLOCK'G AS HUNG WINDOW W/
D REQD e | SILL EXTENSION -
3| PAINT INTERIOR
| 3 LLCCRETTCTLTCLRC
3" PAINTED —H
(T o
& REVEAL /’\ . = ‘ = = \‘A—; %II CAULK JT
+| VP ON 3'GWB ON | o
| 2'Z-CHANNELS [ \ . 2" GRANITE
o MWeie e < ~=—— FACING ON CONC
2 ‘ 4
RIGID INSUL g FOUNDA WALL

ALT #1: BASEMENT HEAD/SILL
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ACOUSTIC BATT INSUL

NEW BATT INSUL ¢ VAPOR [ £
RETARDER ON WARM SIDE

[ fr-—

VP ON 2" GWB ON 32" METAL

NEW GWB W/ VP ON ADD STUDS AS
EXIST'G WD FRAMING - REQD @ NEW

ADD STRAFFPING OR PAD INTERSECTING WALL

STUDS |16"0.C. - CAREFULLY
SLIP NEW GWB BEHIND
EXIST'G CASING TO REMAIN

OUT STUDS AS REQD ) | ]

REMOVE EXIST'G SASH,
STOPS, # PARTING BEADS
AS REQD & REPLACE W/
JAMB LINERS, INSECT
SCREEN, & WD NEW SASH,
STOPS, & PARTING BEADS

(

EXIST'G SIDING ¢ WINDOW
CASINGS ¢ FRAMES TO
REMAIN - REPAIR & RE-PAINT

EXIST'G JAMB

| 3

l llzll = I I_‘O"

NEW BATT INSUL #
VAPOR RETARDER
ON WARM SIDE

NEW GWB W/ VF ON -

ACOUSTIC BATT
INSULATION

VP ON 3' GWB ON 32"

EXIST'G WD STUDS

ADD STUDS AS
REQD @ NEW \
INTERSECTING WALL

Od T

EXIST'G SIDING ¢ WINDOW /

CASINGS ¢ FRAMES TO
REMAIN - REPAIR # RE-PAINT

METAL STUDS 16"0.C.

NEW | X4 PAINTED WD
TRIM W/BACKBAND
MOLDING

REMOVE EXIST'G SASH,
STOPS, & PARTING BEADS
AS REQD ¢ REPLACE W/
JAMB LINERS, INSECT
SCREEN, & WD NEW SAS5H,
STOPS, # PARTING BEADS

EXIST'G JAMB
| 2 E i/zll _— | I_Oll
BATT INSUL ¢ I X4 STAINED OAK TRIM
VAPOR RETARDER W/BACKBAND MOLDING
ON WARM SIDE

GWB W/ VF ON 2X6 JAMB EXTENSION
STUDS 16"0.C. AS REQ'D

!

ém: =

DA 5

R=== |

Jei o

A

PAINTED CEDAR
SIDING - EXPOSURE
TO MATCH EXIST'G

PAINTED CEDAR
MOLDING - CUSTOM
MILLED TO MATCH
PROFILE OF EXIST'G

NEW JAMB

NEW WD DOUBLE HUNG
WINDOW W/ 6" FLAT CASINGS
# SILL EXTENSION - PAINT
INTERIOR TO MATCH CASINGS
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WESTFORD TOWN HALL
ADDITION & RENOVATIONS
55 MAIN STREET, WESTFORD, MA

DATE: 09/2/09

SCALE: AS NOTED

WINDOW
TYPES #
DETAILS
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